


Introduction

The Aeroplus is designed to drive the fl ow of air more smoothly over the top of your caravan 
- reducing drag, increasing towing stability and increasing fuel economy.

Please read this User Guide fully prior to use and retain for future reference.

Ref. Part Description Qty

A Aeroplus Defl ector 1

B Upper Bracket Plate with integral bolts 2

C Middle Bracket 2

D Nylock Nuts 4

E Lower Bracket 2

F Spring Washers 4

G Plastic Knobs 4

H Angle Adjustment Spacers 4
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Assembly

The Aeroplus brackets are designed to fi t onto most standard roof bars with a bar height up to 
35mm. Note: If the optional Angle Adjustment Spacers (H) are utilised the overall height of the 
clamp assembly is increased by approx. 20mm, so please ensure there is enough thread on the 
Upper Bracket Bolts (B) to securely attach the defl ector.

Prior to Aeroplus fi tment, attach a suitable roof bar to the rear of your vehicle. If your vehicle 
is fi tted with longitudinal roof rails (present on some 4x4s, estate cars and MPVs), you should 
attach the roof bar as far as possible towards the rear of the vehicle. (please see Diagram 4 for 
guidance).

To fi t the Aeroplus, start by fi tting the Upper Bracket Bolts (B) through the apertures on both 
mounting points on the Aeroplus (A), fi t the Middle Brackets (C) and secure with the Nylock nuts 
(D) . 

Position the Aeroplus central to the width of the roof bar and secure with the Lower Brackets 
(E), the Spring Washers (F) and the Knobs (G). Ensure all fi xings are suitably secure.

The Aeroplus is now ready for use. Note: Remember to remove from your car when you are not 
towing your caravan.

To remove, reverse the procedure on parts (E), (F) and (G). Keep the loose components in a safe 
place.

Fitment of Angle Adjustment Spacers

The Spacers (H) will alter the default angle of the Aeroplus by ±10° degrees approximately. In 
order to optimise performance, it may be necessary to make alterations, as every car/caravan 
set-up is different.

If required, fi t the Spacers (H), one in-between the Aeroplus (A) and the Upper Bracket (B) and 
one in-between the underside of the Aeroplus (A) and the Middle Bracket (C) . If the angle needs 
to be steeper, fi t the top Spacer (H) with the thick end facing the front of the vehicle, to reduce the 
angle, reverse the Spacer (please see Diagrams 3 & 5).
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